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FIXED ADULT SACH ANKLES

5⁄16 in

incl.

5⁄16 in

incl.

ADJUSTABLE ADULT SACH ANKLES

Ultra Pyramid™ SACH

ANKLES Section 6A p.01

10 mm
incl.

10 mm
incl.

10 mm 
incl.

2 1 ⁄2  oz
(72 g)

1 in
(2.5 cm)
1 in

(2.5 cm)
7 ⁄8 in

(2.2 cm)

2 7 ⁄8  oz
(82 g)

4 1 ⁄2  oz
(125 g)

GUPT-SACH1ØM

GUPA-SACH1ØM

GUPS-SACH1ØM

Stock Number

Stock Number

Stock Number

AA

A

T

S

G

TAJ-ØØ

TGA-ØØ

6 3 ⁄ 8 oz
(188g)

4 7 ⁄ 8 oz
(136g)

2 3 ⁄ 8 in
(6 cm)

2 3 ⁄ 8 in
(6 cm)
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* Strength of Lamination is an essential factor.

ADULT SINGLE-AXIS ANKLES

Stock Number

incl.

For additional information, please refer to Section 7B, p.02.

xx = foot size

Stock #:
TFF-Ø1 xx R/L

HOW TO ORDER

Normal or High DensitySet of 2
Bumpers

Must be used with TFF-Ø1

Section 6A p.02

 TFB-N1 or TFB-H1

9 7⁄8 oz
(284 g)

3 1 ⁄8 in
(78 mm)TAJ-Ø1 AA

ANKLES
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AA

AA

G

For additional information on Rhythm Foot, see Section 7A, p.01.

For additional information on TFF-Ø1, see Section 7B, p.02.

MULTI-AXIS ADD-ON ANKLES1

Stock Number

incl.

Can be used with any Rhythm Foot™ or SACH Foot 

Stock Number

2 5⁄8 in
(6.2 cm)

Stock Number

GRAPH-LITE™ MULTI-AXIS ANKLES2 Must be used with TFF-Ø1xxR/L

See 
chart 
below

See 
chart 
below

ADULT

* Patients up to	130 lbs 	 (60 kg) 	xxx	 =	Ø6Ø
 	 ‘’	 ‘’	 ‘’	175 lbs 	 (80 kg)	 xxx	 =	Ø8Ø
 	 ‘’	 ‘’	 ‘’	220 lbs 	(100 kg)	 xxx	 =	1ØØ

Nut ØØ2

Nut ØØ2

Section 6A p.03

7 1 ⁄4 oz
(232 g)

12 3 ⁄8 oz
(356 g)

11 1 ⁄8 oz
(318 g)

12  oz
(346 g)

10 7 ⁄8 oz
(312 g)

3 1 ⁄8 in
(78 mm)

3 1 ⁄1 6 in
(81 mm)

TGA-ØM
(Adjustable Heel Height)

TAJ-CLNUTxxx*

TAJ-MPYRNUTxxx*

TAJ-MPYRØØ2xxx*

	TAJ-CLØØ2xxx*

ANKLES



Orders (800) 252-2828 • Technical Hotline (877) 242-2423 • www.daw-usa.com© Copyright 2015, DAW Industries, San Diego, CA. All Rights Reserved. 

CHILD & ADOLESCENT ANKLES

* Strength of Lamination is an essential factor.

Stock Number

Stock Number

Stock Number

 Fixed SACH

 Ultra Pyramid™ SACH

6mm

8mm

8mm

incl.
120 lb

10mm

AA

Section 6B p.01

A 2 3 ⁄8 oz
(70 g)

3 ⁄4 in
(18 mm)	GUPAC-SACH-8M

AA

AA

AA

3 oz
(86 g)

3 oz
(86 g)

3 oz
(86 g)

1 7 ⁄8 in
(43 mm)

1 7 ⁄8 in
(43 mm)

1 7 ⁄8 in
(43 mm)

TAC-ØA

TAC-ØW

TAC-ØØ

ANKLES


